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Neon Flex with horizontal bending ‒ an ideal 
solution for creating even the most complex 
light signs, lettering, or logos. Thanks to their 
flexibility, you can easily adapt the shape to 
your needs, with no limitations in design.

•	 Neon Flex HR Eco 
•	 Neon Flex HXR One 
•	 Neon Flex HXS 
•	 Neon Flex HXS Nano 
•	 Neon Flex HS 
•	 Neon Flex HS IC
•	 Neon Flex Liner-H

•	 Neon Flex VR
•	 Neon Flex Liner-V
•	 Neon Flex Benet

•	 Neon Flex Multi One

Vertical bending Neon Flex is an excellent 
choice for creating edge lighting, especially 
in rounded corners or transitions between 
spaces. They allow for adaptation to various 
forms and shapes.

Neon Flex with flexible bending options are 
an ideal solution for creating striking lighting 
instalyearsions. Their versatility allows for 
shaping any form that can be used to create 
lighting fixtures.

Neon Flex is an LED lighting system that combines energy efficiency 
with flexibility. Its flexible, silicone construction and uniform light color 
make it an excellent alternative to traditional, costly neon lights. 
 
With Neon Flex, you can create original designs, signs, and logos that 
catch the eye. It is also effective in construction as both a functional 
and decorative element.

What is 
Neon Flex?

Division of Neon Flex models

Horizontal Vertical 360
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Neon Flex is an LED lighting system 
that combines energy efficiency 
with flexibility. Its flexible silicone 
construction and uniform light color 
make it an excellent alternative to 
traditional, costly neon lights.

Neon Flex
Series

Neon Flex VR combines durability, uniform 
light, and efficiency. It is characterized by 
high resistance and durability, providing even 
illumination and significant energy savings. 
Available in six color versions as well as an 
RGB variant.

This is our innovative and high-performance 
Neon Flex, offering a 360-degree beam angle. 
Adjust the length and shape according to 
your needs, enjoying full flexibility in design. 
An ideal solution for creative and spectacular 
lighting instalyearsions.

•	 Power:
•	 Voltage:
•	 CRI:
•	 Dimensions:
•	 Cutting section:
•	 Bending diameter:
•	 Beam angle:
•	 Color temperature:

•	 Power:
•	 Voltage:
•	 CRI:
•	 Dimensions:
•	 Cutting section:
•	 Bending diameter:
•	 Beam angle:
•	 Color temperature:

20 W
24 V DC

80
Ø 22 mm
6,25 mm

50 mm
360°

2700 ÷ 4000 K

14 W
24 V DC

80
16x15 mm

free / 50 mm
200 mm

180°
2700÷4000 K  

VR

Multi One

Warranty: 3 years

Warranty: 3 years

IP67

IP65

White light

White light Colored light + RGB

Bending: 360°

≤ 50 000 h

≤ 50 000 h

Bending: Vertical

Neon Flex Liner is a modern linear lighting 
solution available in two bending options – ho-
rizontal and vertical. It provides uniform light, 
a high CRI of 90, and one-sided power supply 
for up to 30 meters, combining aesthetics with 
functionality and easy instalyearsion.

•	 Power:
•	 Voltage:
•	 CRI:
•	 Dimensions:
•	 Cutting section:
•	 Bending diameter:
•	 Beam angle:
•	 Color temperature:

6 W
24 V DC

90
16x16 mm

50 mm
> 8 cm

120°
4000 K

Liner-H / Liner-V

Warranty: 5 yearsIP67

White light

Bending: Horizontal/Vertical

30 000 h

Neon Flex Benet is an efficient light source 
with a luminous flux of 1430 lm and a high 
CRI of 90, combining decorative and functio-
nal purposes. It provides uniform, comfor-
table lighting wherever both aesthetics and 
functionality matter.

•	 Power:
•	 Voltage:
•	 CRI:
•	 Dimensions:
•	 Cutting section:
•	 Bending diameter:
•	 Beam angle:
•	 Color temperature:

16 W
24 V DC

90
16x16 mm

 50 mm
> 8 cm

120°
4000 K  

Benet

Warranty: 5 yearsIP67

White light

30 000 h
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Neon Flex HXS Nano is our thinnest Neon Flex. 
It excels in indoor architectural, advertising, 
and decorative applications. Its ultra-slim 
profile allows for perfect integration into any 
space, emphasizing its character and adding 
stylish illumination.

Thanks to its fyears surface and high IP 
rating, Neon Flex HS is perfect for instaly-
earsion in facade profiles and reveals. It also 
excels in creating signs, letters, and logos, en-
suring not only aesthetics but also resistance 
to outdoor conditions.

Neon Flex HS IC is a digital Neon Flex designed 
for creating dynamic projects. It allows for 
achieving and managing a full range of colors 
using a Bluetooth controller or a dedicated 
smartphone app.

Neon Flex HR Eco is perfect for indoor use. 
Equipped with up to 100 LEDs per meter, 
it ensures excellent visual effects and uni-
form lighting without visible gaps between 
light points.

Due to its lack of defined cutting sections, 
compact size, and exceptional flexibility, 
Neon Flex HXR One is ideal for creating intri-
cate logos. Its wide range of colors allows for 
the realization of light signs in a full spectrum 
of hues.

Neon Flex HXS is precise and elegant linear 
lighting. It is ideal as narrow, fyears surface 
illumination that creates a striking line of 
light. It is also excellent for creating small 
letters and logos, where precision and 
aesthetics play a key role.

• Power:
• Voltage:
• CRI:
• Dimensions:
• Cutting section:
• Bending diameter:
• Beam angle:
• Color temperature:

• Power:
• Voltage:
• CRI:
• Dimensions:
• Cutting section:
• Bending diameter:
• Beam angle:
• Color temperature:

• Power:
• Voltage:
• CRI:
• Dimensions:
• Cutting section:
• Bending diameter:
• Beam angle:
• Color temperature:

• Power:
• Voltage:
• CRI:
• Dimensions:
• Cutting section:
• Bending diameter:
• Beam angle:
• Color temperature:

• Power:
• Voltage:
• CRI:
• Dimensions:
• Cutting section:
• Bending diameter:
• Beam angle:
• Color temperature:

• Power:
• Voltage:
• Dimensions:
• Cutting section:
• Bending diameter:
• Beam angle:
• Color temperature:

12 W
12 V DC

80
6x12 mm

10 mm
15 mm

120°
3000 ÷ 6500 K

9 W
24 V DC

80
7x15 mm

free 
30 mm

120°
2700 ÷ 6500 K

10 W
24 V DC

80
6x15 mm

50 mm
60 mm

120°
2700 ÷ 6500 K

9 W
24 V DC

80
4÷6x8,5 mm

free
30 mm

120°
2700÷6000 K  

14 W
24 V DC

80
10x18 mm

50 mm
80 mm

120°
2700÷6500 K  

18 W
24 V DC

10x20 mm
71,4 mm
120 mm

120°
RGBW 

HXS Nano HS HS IC

HR Eco HXR One HXS

Warranty: 2 years Warranty: 3 years Warranty: 3 years

Warranty: 3 years Warranty: 3 years Warranty: 3 years

IP65 IP67 IP67

IP54 IP67 IP67

White light White light White light

White light White light

Colored light Colored light Colored light

Colored light + RGB White light + Colored light + RGB

Bending: Horizontal

Bending: Horizontal

≤ 30 000 h ≤ 50 000 h ≤ 50 000 h

≤ 50 000 h ≤ 50 000 h ≤ 36 000 h
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Multi One 
This is our innovative and high-performance 
Neon Flex, offering a 360-degree beam angle. 
Customize the length and shape according to 
your needs, enjoying complete design flexibility. 
An ideal solution for creative and spectacular 
lighting instalyearsions.

IP67 waterproof rating Even illumination IP67 waterproof rating
Thanks to its high IP protection rating, Neon Flex 
Multi One is protected against water, making it 
ideal for outdoor applications.

It provides perfectly diffused light across the 
entire surface of the tube, eliminating sha-
dows and hotspots. It creates the impression 
of levitating neon.

Neon Flex Multi One is fully resistant to UV 
rays, preventing yellowing and color fading 
even after prolonged exposure to sunlight.

Neon Flex

Bending: 360°Neon Flex Series IP 67 CRI 80 Warranty: 3 yearsLifespan: 50 000 hComponents group

Light systems group

Ø 22.00

neon �ex Multi One

Product code: LED diodes: Voltage: Power/m:
Colour 
temp.:

Luminous 
flux: Beam angle: Dimension:

Cutting 
section:

Bending 
radius:

01-002-070-20-02-05 160 x 2835 SMD x 2 24 V DC 20 W   2700 K 1109 lm 360° Ø 22 mm 6,25 mm 50 mm

01-002-070-20-03-05 160 x 2835 SMD x 2 24 V DC 20 W   3000 K 1109 lm 360° Ø 22 mm 6,25 mm 50 mm

01-002-070-20-04-05 160 x 2835 SMD x 2 24 V DC 20 W   4000 K 1109 lm 360° Ø 22 mm 6,25 mm 50 mm
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12.00

6.00
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HR Eco 
Neon Flex HR Eco is ideal for indoor use. 
Equipped with up to 100 LEDs per meter, 
it provides excellent visual effects and 
uniform lighting without visible gaps 
between the light points.

Linear lighting UV resistant IP67 waterproof rating
Ideal for all types of linear lighting, from 
furniture to grooves. Provides an elegant 
and continuous line of light.

Neon Flex HR Eco is fully UV resistant, which 
prevents yellowing and color fading even 
after prolonged exposure to sunlight.

Thanks to its IP 65 protection class and 
special end caps, Neon Flex HR Eco is 
suitable for outdoor applications.

Neon Flex

Bending: HorizontalNeon Flex Series IP 65 Warranty: 2 yearsLifespan: 30 000hComponents group CRI 80

Product code: LED diodes: Voltage: Power/m:
Colour  
temp.:

Luminous 
flux: Beam angle: Dimension:

Cutting 
section:

Bending 
radius:

01-002-060-09-02-67-25 100 x 2835 SMD 12 V DC 12 W   3000 K 370 lm 120° 6x12 mm 10 mm 15 mm

01-002-060-09-04-67-25 100 x 2835 SMD 12 V DC 12 W   4000 K 420 lm 120° 6x12 mm 10 mm 15 mm

01-002-060-09-03-67-25 100 x 2835 SMD 12 V DC 12 W   6500 K 450 lm 120° 6x12 mm 10 mm 15 mm

01-002-060-09-11-67-25 100 x 2835 SMD 12 V DC 12 W   360 nm - 120° 6x12 mm 10 mm 15 mm

01-002-060-09-17-67-25 100 x 2835 SMD 12 V DC 12 W   390 nm - 120° 6x12 mm 10 mm 15 mm

01-002-060-09-07-67-25 100 x 2835 SMD 12 V DC 12 W   460 nm - 120° 6x12 mm 10 mm 15 mm

01-002-060-09-06-67-25 100 x 2835 SMD 12 V DC 12 W   520 nm - 120° 6x12 mm 10 mm 15 mm

01-002-060-09-09-67-25 100 x 2835 SMD 12 V DC 12 W   570 nm - 120° 6x12 mm 10 mm 15 mm

01-002-060-09-21-67-25 100 x 2835 SMD 12 V DC 12 W   590 nm - 120° 6x12 mm 10 mm 15 mm

01-002-060-09-05-67-25 100 x 2835 SMD 12 V DC 12 W   620 nm - 120° 6x12 mm 10 mm 15 mm

http://www.bergmen.pl
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15.00

7.00

neon �ex HXR one
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HXR One 
Thanks to the lack of a defined cutting section, 
compact size, and exceptional flexibility, Neon 
Flex HXR One is ideal for creating intricate logos.
A rich color palette allows for the creation of 
light signs in a full spectrum of colors.

Cutting flexibility Small bending radius: IP67 waterproof rating
Thanks to the undefined cutting section, 
it allows for adjusting the length of the 
segment perfectly to individual preferences - 
down to the millimeter.

A small bending radius of just 30 mm 
enables the creation of highly intricate light 
signs and logos.

Perfect for creating light signs, lettering, and 
logos, even in outdoor conditions - thanks to 
its IP67 protection class.

Neon Flex

Bending: HorizontalNeon Flex Series IP 67 CRI 80 Warranty: 3 yearsLifespan: 50 000 hComponents group

Product code: LED diodes: Voltage:
Po-
wer/m:

Colour  
temp.:

Luminous 
flux: Beam angle: Dimension:

Cutting 
section:

Bending 
radius:

01-002-042-09-02-67-A 120 x 2835 SMD 24 V DC 9 W   2700 K 225 lm 120° 7x15 mm free 30 mm

01-002-042-09-04-67-A 120 x 2835 SMD 24 V DC 9 W   4000 K 250 lm 120° 7x15 mm free 30 mm

01-002-042-09-03-67-A 120 x 2835 SMD 24 V DC 9 W   6500 K 250 lm 120° 7x15 mm free 30 mm

01-002-042-09-07-67-A 120 x 2835 SMD 24 V DC 9 W   465 nm - 120° 7x15 mm free 30 mm

01-002-042-09-12-67-A 120 x 2835 SMD 24 V DC 9 W   475 nm - 120° 7x15 mm free 30 mm

01-002-042-09-06-67-A 120 x 2835 SMD 24 V DC 9 W   507 nm - 120° 7x15 mm free 30 mm

01-002-042-09-16-67-A 120 x 2835 SMD 24 V DC 9 W   520 nm - 120° 7x15 mm free 30 mm

01-002-042-09-11-67-A 120 x 2835 SMD 24 V DC 9 W   566.2 nm - 120° 7x15 mm free 30 mm

01-002-042-09-09-67-A 120 x 2835 SMD 24 V DC 9 W   577 nm - 120° 7x15 mm free 30 mm

01-002-042-09-10-67-A 120 x 2835 SMD 24 V DC 9 W   598 nm - 120° 7x15 mm free 30 mm

01-002-042-09-05-67-A 120 x 2835 SMD 24 V DC 9 W   613,7 nm - 120° 7x15 mm free 30 mm

01-002-042-09-17-67-A 120 x 2835 SMD 24 V DC 9 W   631 nm - 120° 7x15 mm free 30 mm

http://www.bergmen.pl
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Bending: HorizontalNeon Flex Series IP 67 CRI 80 Warranty: 3 yearsLifespan: 50 000 hComponents group

neon �ex HXS

12.00

6.00

bergmen.pl Bergmen Sp. z o.o., ul. rtm. Witolda Pileckiego 4, 32-050 Skawina, Poland 13

HXS 
Neon Flex HXS is precise and elegant linear 
lighting. It works perfectly as narrow backlighting 
on fyears surfaces, creating a striking line of 
light. It's also excellent for creating small letters 
and logos where precision and aesthetics play a 
key role.

UV resistant Fyears surface in cross-section IP67 waterproof rating
Neon Flex HXS is fully UV resistant, 
preventing yellowing and color fading even 
after prolonged exposure to sunlight.

Thanks to its fyears surface, Neon Flex HXS 
is perfect for mounting between tiles, cre-
ating a striking and consistent line of light.

Perfect for creating light signs, lettering, and 
logos, even in outdoor conditions - thanks to 
its IP67 protection class.

Neon Flex

Product code: LED diodes: Voltage: Power/m:
Colour  
temp.:

Luminous 
flux: Beam angle: Dimension:

Cutting 
section:

Bending 
radius:

01-002-038-10-02-67 120 x 2835 SMD 24 V DC 10 W   2700 K 310 lm 120° 6x12 mm 50 mm 60 mm

01-002-038-10-04-67 120 x 2835 SMD 24 V DC 10 W   4000 K 359 lm 120° 6x15 mm 50 mm 60 mm

01-002-038-10-03-67 120 x 2835 SMD 24 V DC 10 W   6500 K 386 lm 120° 6x12 mm 50 mm 60 mm

01-002-038-10-07-67 120 x 2835 SMD 24 V DC 10 W   460 nm - 120° 6x12 mm 50 mm 60 mm

01-002-038-10-06-67 120 x 2835 SMD 24 V DC 10 W   515 nm - 120° 6x12 mm 50 mm 60 mm

01-002-038-10-05-67 120 x 2835 SMD 24 V DC 10 W   620 nm - 120° 6x12 mm 50 mm 60 mm

01-002-038-10-08-67 120 x 3838 SMD 24 V DC 10 W   RGB - 120° 6x12 mm 50 mm 60 mm

http://www.bergmen.pl
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8.50

4.00

6.00

neon �ex HXS Nano R

8.50

4.00

neon �ex HXS Nano
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HXS Nano R 
HXS Nano 

Neon Flex HXS Nano is our thinnest Neon 
Flex. It excels in indoor architectural, advertising, 
and decorative instalyearsions. Its ultra-slim 
profile allows for a perfect fit in any possible 
space, accentuating its character and adding 
stylish brilliance.

UV resistant Fyears surface in cross-section
Neon Flex HXS Nano is fully UV resistant, 
preventing yellowing and color fading even 
after prolonged exposure to sunlight.

Thanks to its fyears surface, Neon Flex HXS 
Nano is perfect for mounting between tiles, 
creating a stylish line of light.

Nano R:

Nano:

Neon Flex

Cutting versatility
Thanks to the undefined cutting section, 
it allows for adjusting the length of the 
segment perfectly to individual preferences - 
down to the millimeter.

Bending: HorizontalNeon Flex Series IP 54 CRI 80 Warranty: 3 yearsLifespan: 50 000 hComponents group

Model Product code: LED diodes: Voltage:
Po-
wer/m:

Colour 
temp.:

Luminous 
flux:

Beam 
angle: Dimension:

Cutting 
section:

Bending 
radius:

HXS Nano 01-002-058-09-02-54 120 x 2835 SMD 24 V DC 9 W   2700 K 300 lm 120° 4x8,5 mm free 30 mm

HXS Nano R 01-002-059-09-02-54 120 x 2835 SMD 24 V DC 9 W   2700 K 300 lm 120° 6x8,5 mm free 30 mm

HXS Nano 01-002-058-09-04-54 120 x 2835 SMD 24 V DC 9 W   4000 K 300 lm 120° 4x8,5 mm free 30 mm

HXS Nano R 01-002-059-09-04-54 120 x 2835 SMD 24 V DC 9 W   4000 K 300 lm 120° 6x8,5 mm free 30 mm

HXS Nano 01-002-058-09-03-54 120 x 2835 SMD 24 V DC 9 W   6000 K 340 lm 120° 4x8,5 mm free 30 mm

HXS Nano R 01-002-059-09-03-54 120 x 2835 SMD 24 V DC 9 W   6000 K 340 lm 120° 6x8,5 mm free 30 mm

http://www.bergmen.pl
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neon �ex HS

18.00

10.00
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HS 
Thanks to its fyears surface and high IP rating, 
Neon Flex HS is perfect for instalyearsion in profi-
les and facade reveals. It excels in creating signs, 
letters, and logos, ensuring not only aesthetics 
but also resistance to outdoor conditions.

UV resistant Fyears surface in cross-section IP67 waterproof rating
Neon Flex HS is fully UV resistant, preventing 
yellowing and color fading even after 
prolonged exposure to sunlight.

Thanks to its fyears surface, Neon Flex HS is 
perfect for mounting between tiles, creating 
a stylish and seamless line of light.

Perfect for creating light signs, lettering, and 
logos, even in outdoor conditions - thanks to 
its IP67 waterproof rating.

Neon Flex

Bending: HorizontalNeon Flex Series IP 67 CRI 80 Warranty: 3 yearsLifespan: 50 000 hComponents group

Product code: LED diodes: Voltage:
Po-
wer/m:

Colour 
temp.:

Luminous 
flux:

Beam 
angle: Dimension:

Cutting 
section:

Bending 
radius:

01-002-039-14-02-67 120 x 2835 SMD 24 V DC 14 W   2700 K 468 lm 120° 10x18 mm 50 mm 80 mm

01-002-039-14-04-67 120 x 2835 SMD 24 V DC 14 W   4000 K 512 lm 120° 10x18 mm 50 mm 80 mm

01-002-039-14-03-67 120 x 2835 SMD 24 V DC 14 W   6500 K 563 lm 120° 10x18 mm 50 mm 80 mm

01-002-039-14-07-67 120 x 2835 SMD 24 V DC 14 W   460 nm - 120° 10x18 mm 50 mm 80 mm

01-002-039-14-06-67 120 x 2835 SMD 24 V DC 14 W   515 nm - 120° 10x18 mm 50 mm 80 mm

01-002-039-14-05-67 120 x 2835 SMD 24 V DC 14 W   620 nm - 120° 10x18 mm 50 mm 80 mm

01-002-039-14-08-67 60 x 5050 SMD 24 V DC 14 W   RGB - 120° 10x18 mm 100 mm 80 mm
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A video 
showcasing the 
capabilities of 

Neon Flex HS IC

(youtube.com)
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neon �ex HS IC

20.00

10.00
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HS IC 
Neon Flex HS IC is a digital Neon Flex designed 
for creating dynamic projects. It allows for 
achieving and managing a full spectrum of 
colors using a Bluetooth controller or dedicated 
smartphone app.

UV resistant App control from a phone

Controlling the application from a phone

IP67 waterproof rating
Neon Flex HXS IC is fully UV resistant, 
preventing yellowing and color fading even 
after prolonged exposure to sunlight.

After expanding the system with a controller, 
the dedicated app allows dimming of each 
color and selection from 200 lighting programs, 
all of which can be customized as desired.

To fully utilize the capabilities of the Neon Flex HS 
IC and gain the ability to control the lights directly 
from your phone screen, add the Bergmen RBC IC 
controller to the set.

The strip supports the protocol 
SK6812-RGBW

Perfect for creating light signs, lettering, and 
logos, even in outdoor conditions - thanks to 
its IP67 waterproof rating.

Neon Flex

Bending: HorizontalNeon Flex Series IP 67 Warranty: 3 yearsLifespan: 36 000 hComponents group

Product code: LED diodes: Voltage: Power/m: Colour temp.:
Luminous 
flux:

Beam 
angle: Dimension:

Cutting 
section:

Bending 
radius:

01-002-039-18-13-67 84 x 5050 SMD 
(UCS2904B)

24 V DC 18 W    RGBW 180 lm 120° 10x20 mm 71,4 mm 120 mm

http://www.bergmen.pl
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Product code: LED diodes: Voltage: Power/m:
Colour 
temp.:

Luminous 
flux: Beam angle:

Dimen-
sions:

Cutting 
section:

Bending 
radius:

Length
(m/roll):

01-002-074-04-67-30 120x2835SMD 24 V DC 6 W   4000 K 300 lm 120° 16x16 mm 50 mm > 8 cm 30 m

Liner-H
Next-generation Neon Flex with a horizontal bending line, 
ideal for creating smooth shapes and contours on a fyears 
plane. It delivers a seamless line of light, high color quality 
(CRI 90), and flexible instalyearsion. One-sided power 
supply up to 30 meters and a robust construction make it 
the new standard in flexible lighting.

One-sided power supply up to 30 meters Seamless light line without visible points CRI 90 – full color consistency
Reducing the number of wires and 
power points simplifies instalyearsion, 
shortens setup time, and lowers the risk of 
malfunctions during operation.

A uniform, smooth line of light without breaks 
or shadows works perfectly for backlighting 
graphics, signs, and decorative elements.

A high color rendering index ensures faithful 
color reproduction, which is crucial for 
displaying logos and promotional materials.

Neon Flex

Bending: Vertical

Neon Flex Series

IP 67 CRI 90 Warranty: 5 yearsLifespan: 30 000 hComponents group

Housing color: white

Light emission direction: front

Operating temperature: -20 to 50°C

Maximum power supply length: 30 m

Dimmable capability

16.00

16.00

http://www.bergmen.pl


bergmen.plBergmen Sp. z o.o., ul. rtm. Witolda Pileckiego 4, 32-050 Skawina, Poland 22

http://www.bergmen.pl


bergmen.pl Bergmen Sp. z o.o., ul. rtm. Witolda Pileckiego 4, 32-050 Skawina, Poland 23

Product code: LED diodes: Voltage: Power/m:
Colour 
temp.:

Luminous 
flux: Beam angle: Dimensions:

Cutting 
section:

Bending 
radius:

Length
(m/roll):

01-002-074-04-67-30 120x2835SMD 24 V DC 6 W   4000 K 330 lm 120° 16x16 mm 50 mm > 8 cm 30 m

Liner-V
Next-generation Neon Flex with a vertical bending line, 
designed for projects that require an uninterrupted line 
of light, high color rendering quality, and maximum 
instalyearsion flexibility. With one-sided power supply up 
to 30 meters and a high CRI of 90, it sets new standards 
in linear lighting by combining aesthetics, durability, and 
ease of instalyearsion.

Power supply up to 30 m from one side Seamless line of light Accurate color reproduction
Fewer wires and power points mean 
faster and easier instalyearsion, lower 
instalyearsion costs, and reduced risk of 
failure during use.

Uniform, continuous backlighting without 
visible LED points provides an aesthetic 
effect—ideal for logos, advertising graphics, 
and architectural details.

It delivers natural, realistic colors, ensuring 
that the hues of promotional materials and 
visual identity elements match the original 
design intent.

Neon Flex

Bending: Vertical

Neon Flex Series

IP 67 CRI 90 Warranty: 5 yearsLifespan: 30 000 hComponents group

Housing color: white

Light emission direction: front

Operating temperature: -20 to 50°C

Maximum power supply length: 30 m

Dimmable capability

16.00

16.00
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Product code: LED diodes: Voltage: Power/m:
Colour 
temp.:

Luminous 
flux: Beam angle:

Dimen-
sions:

Cutting 
section:

Bending 
radius:

Length
(m/roll):

01-002-073-04-67 160 x 2835 SMD 24 V DC 16 W   4000 K 1430 lm 120° 16x16 mm 50 mm > 8 cm 5 m

Benet
Neon Flex with exceptionally high luminous efficacy, 
designed to serve not only a decorative but also a 
functional purpose. With a luminous flux of 1430 lm 
and a high color rendering index (CRI 90), it delivers 
comfortable, uniform lighting with accurate color 
representation—ideal for spaces where both visual 
appeal and practicality are essential.

High luminous efficacy CRI 90 – precise color rendering 5-year warranty – long-term reliability
Allows the product to be used both as a 
decorative element and as functional general 
lighting in commercial spaces.

A high color rendering index guarantees 
realistic colors, which is crucial in retail 
spaces, displays, and branding lighting.

An extended warranty period minimizes the 
risk of service issues and provides greater 
confidence for large-scale projects.

Neon Flex

Bending: Vertical

Neon Flex Series

IP 67 CRI 90 Warranty: 5 yearsLifespan: 30 000 hComponents group

Housing color: white

Light emission direction: front

Operating temperature: -20 to 50°C

Maximum power supply length: 5 m

Dimmable capability

16.00

16.00
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VR 
Neon Flex VR combines durability, uniform light, 
and efficiency. It is highly resistant and durable, 
providing even illumination and significant 
energy savings. Available in six color versions 
and an RGB variant.

Even illumination Cutting versatility IP65 waterproof rating
Neon Flex VR provides perfectly diffused 
light across its entire surface, eliminating 
shadows and light points.

Three variants from the Neon Flex VR 
lineup do not have a defined cutting section, 
allowing for perfect adjustment of the 
segment length.

Thanks to its IP65 waterproof rating and special 
waterproof end caps, Neon Flex VR is 
suitable for outdoor applications.

Neon Flex

Bending: HorizontalNeon Flex Series IP 65 CRI 80 Warranty: 3 yearsLifespan: 50 000 hGrupa Components

Product code: LED diodes: Voltage: Power/m:
Colour 
temp.:

Luminous 
flux:

Beam 
angle: Dimension:

Cutting 
section:

Bending 
radius:

01-002-043-09-02-65-A 120 x 2835 SMD 24 V DC 14 W   2700 K 880 lm 180° 16x15 mm - 200 mm

01-002-043-09-04-65 120 x 2835 SMD 24 V DC 14 W   4000 K 864 lm 180° 16x15 mm 50 mm 200 mm

01-002-043-09-03-65-A 120 x 2835 SMD 24 V DC 14 W   6500 K 880 lm 180° 16x15 mm - 200 mm

01-002-043-09-07-65 120 x 3528 SMD 24 V DC 9 W   465 nm - 180° 16x15 mm 50 mm 200 mm

01-002-043-09-06-65-A 120 x 2835 SMD 24 V DC 9 W   515 nm - 180° 16x15 mm - 200 mm

01-002-043-09-05-65 120 x 3528 SMD 24 V DC 9 W   625 nm - 180° 16x15 mm 50 mm 200 mm

01-002-043-09-08-65 120 x 4040 SMD 24 V DC 14 W   RGB - 180° 16x15 mm 50 mm 200 mm
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The Neon Flex series offers a wide 
range of accessories that enable 
instalyearsion in various locations 
and in different ways.

Accessories
and technical details

Connector  
with wire 
– straight

Connector  
with wire 
– bottom

Connector End cap Straight profile 
– 1 m

Mounting clip
– 2 pcs. 

Mounting clip
– 2 pcs.

Product code: 01-011-020-69
 – white

01-011-020-70
 – white

01-011-020-76
 – white

01-011-020-73
 – white

01-011-020-88
 – aluminium

01-011-020-74
 – white

01-011-020-75
 – transparent

Dedicated to RGB: 01-011-020-71
 – white

01-011-020-72
 – white

Equipment included (full roll): power cord with straight connector, 1x end cap

VR

Surface instalyearsion 
accessories

Suspended instalyear-
sion accessories

Connector End cap with straight 
power feed output

End cap Mounting clip

Product code: 01-011-070-01
 – silver

01-011-070-02
 – silver

01-011-070-03
 – silver

01-011-070-04
 – white

01-011-070-05
 – white

01-011-070-06
 – white

Equipment included (full roll): power cord (with end cap with straight power feed output), 1x end cap

Multi One

•	 Roll length:
•	 Twisting capability:
•	 Material:

•	 Roll length:
•	 Flexibility:
•	 Material:

•	 Dimming capability:
•	 Operating temperature:
•	 Storage temperature:
•	 UV resistance:
•	 Resistance to NaCl (salt):

•	 Dimming capability:
•	 Operating temperature:
•	 Storage temperature:

•	 Certifications: 

•	 Certifications: 

5m
max 360° every 50cm
Silicone

50m
No 
Silicone

Yes
-20~65°C
-30~85°C
Yes
Yes

Yes
-20~45°C
-20~80°C
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Sealing cap with 
hole for wire

– straight

Sealing cap with 
hole for wire

– side

Sealing cap with 
hole for wire

– bottom

End cap Straight profile 
– 1 m

Flexible profile
– 1 m

Mounting
clip

Product code: 01-011-020-18
 – white

01-011-020-23
 – white

01-011-020-22
 – white

01-011-020-16
 – white

01-011-020-33
 – aluminium

01-011-020-34
 – silver

01-011-020-14
 – silver

Sealing cap with 
hole for wire

– straight

Sealing cap with 
hole for wire

– side

Sealing cap with 
hole for wire

– bottom

End cap Straight profile 
– 1 m

Flexible profile
– 1 m

Mounting
clip

Product code: 01-011-020-19
 – white

01-011-020-25
 – white

01-011-020-24
 – white

01-011-020-17
 – white

01-011-020-28
 – aluminium

01-011-020-35
 – silver

01-011-020-15
 – silver

Connector  
with wire – straight+ 

end cap

Connector  
with wire – side +  

end cap

Connector  
with wire – bottom +  

end cap

Mounting clip
– 2 pcs. 

Product code: 01-011-020-92
 – white

01-011-020-94
 – white

01-011-020-93
 – white

01-011-020-95
 – white

HS

HXS

HS IC

Equipment included (full roll):  power cord with straight power feed output + end cap

Equipment included (full roll): 2x power cord with straight power feed output, 
		             additionally – 10x clip, 10x screw, 2x end cap, 2x sealing cap with hole for wire – straight

Equipment included (full roll): 2x power cord with straight power feed output, 
		             additionally – 10x clip, 10x screw, 2x end cap, 2x sealing cap with hole for wire – straight

•	 Roll length:
•	 Twisting capability:
•	 Material:

•	 Roll length:
•	 Flexibility:
•	 Material:

•	 Roll length:
•	 Twisting capability:
•	 Material:

•	 Dimming capability:
•	 Operating temperature:
•	 Storage temperature:
•	 UV resistance:
•	 Resistance to NaCl (salt):

•	 Dimming capability:
•	 Operating temperature:
•	 Storage temperature:
•	 UV resistance:
•	 Resistance to NaCl (salt):

•	 Dimming capability:
•	 Operating temperature:
•	 Storage temperature:
•	 UV resistance:
•	 Resistance to NaCl (salt):  

•	 Certifications: 

•	 Certifications: 

•	 Certifications: 

5m
No
Silicone

5m
No
Silicone

5m
no
Silicone

Yes
-20~60°C
-30~80°C
Yes
Yes

Yes
-20~60°C
-30~80°C
Yes
Yes

Tak
-20~45°C
-30~80°C
Tak
Tak
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End cap End cap 
with hole

End cap 
without hole

Mounting clip
– 2 pcs.

Product code: 01-011-020-36
 – white

01-011-020-111
 – white/transparent

01-011-020-112
 – white/transparent

01-011-020-101
 – silver

For colored lines:

  360 nm 01-011-020-108

  390 nm 01-011-020-109

  460 nm 01-011-020-104

  520 nm 01-011-020-105

  570 nm 01-011-020-106

  590 nm 01-011-020-107

   620 nm 01-011-020-103

HR Eco

Connector  
with wire 
- straight

Connector  
with wire 

- side

Connector  
with wire 
- bottom

End cap Straight profile 
– 1 m

Flexible profile 
– 1 m

Mounting clip
- 2 pcs.

Mounting clip
- 2 pcs.

Product code: 01-011-020-36
 - white

01-011-020-37
 - white

01-011-020-38
 - white

01-011-020-39
 - white

01-011-020-77
 - aluminium

01-011-020-78
 - silver

01-011-020-68
 - white

01-011-020-68-01
 - silver

For colored lines:

  465 nm 01-011-020-52 01-011-020-53 01-011-020-54 01-011-020-55

  475 nm 01-011-020-48 01-011-020-49 01-011-020-50 01-011-020-51

  507 nm 01-011-020-44 01-011-020-45 01-011-020-46 01-011-020-47

  520 nm 01-011-020-84 01-011-020-85 01-011-020-86 01-011-020-80

  566.2 nm 01-011-020-52 01-011-020-53 01-011-020-54 01-011-020-55

  577 nm 01-011-020-56 01-011-020-57 01-011-020-58 01-011-020-59

  598 nm 01-011-020-60 01-011-020-61 01-011-020-62 01-011-020-63

  613,7 nm 01-011-020-40 01-011-020-41 01-011-020-42 01-011-020-43

  631 nm 01-011-020-81 01-011-020-82 01-011-020-83 01-011-020-79

HXR One

•	 Roll length:
•	 Flexibility:
•	 Material:

10m
max 360° every 30cm
Silicone

•	 Roll length:
•	 Flexibility:
•	 Material:

25m
No 
Silicone

•	 Dimming capability:
•	 Operating temperature:
•	 Storage temperature:

Yes
-20~45°C
-20~80°C

•	 Dimming capability:
•	 Operating temperature:
•	 Storage temperature:

Yes
-20~50°C
-0~60°C

•	 Certifications: 

•	 Certifications: 

Equipment included (full roll):  power cord with straight power feed output + end cap

Equipment included (full roll): 2x ppower cord with straight connector, 
		             additionally – 10x clip, 10x screw, 10x end cap with hole, 10x end cap without hole, 10x end cap
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Straight profile
– 1 m

Product code: 01-011-020-96 
 – aluminium

HXS Nano + HXS Nano R

Equipment included (full roll): power cord

•	 Roll length:
•	 Flexibility:
•	 Material:

•	 Dimming capability:
•	 Operating temperature:
•	 Storage temperature:
•	 UV resistance:
•	 Resistance to NaCl (salt):  

•	 Certifications: 

5 m
max 360° every 30cm
Silicone

Yes
-20~45°C
-20~80°C
Yes
Yes

15.00

16.00

neon �ex VR

16.00

16.00

neon �ex HS IC

20.00

10.00

neon �ex HS

18.00

10.00

HS

HR Eco HXR One Liner-V
neon �ex HR Eco

12.00

6.00

15.00

7.00

neon �ex HXR one

16.00

16.00

HXR nano HXR Nano R Liner-HHXS

neon �ex HXS

12.00

6.00

8.50

4.00

6.00

neon �ex HXS Nano R

16.00

16.00

8.50

4.00

neon �ex HXS Nano
Ø 22.00

neon �ex Multi One
Multi One

VR BenetHS IC

Neon Flex cross-sections

Benet + Liner

•	 Roll length:
•	 Material:

5 m / 30 m
Silicone

•	 Dimming capability:
•	 Operating temperature:
•	 Storage temperature:

Tak
-20~50°C
-30~80°C

•	 Certifications: 

Connector  
with wire 
- straight

Connector  
with wire 

- side/bottom

End cap Mounting clip Flexible profile – 5 m Straight profile – 1 m

Product code: 01-011-020-134 01-011-020-135 01-011-020-136 01-011-020-140
Liner:  01-011-020-141
Benet: 01-011-020-138 

Liner:  01-011-020-142
Benet: 01-011-020-139
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Choosing Bergmen gives you access to a team of experts in the field of lighting, 

ready to provide professional advice. 

Enjoy the knowledge and experience not just of one caretaker, but of an entire 

group of specialists, without the need to engage multiple contractors. 

Working with us ensures support at every stage of your order.

Why Bergmen?

Team Bergmen

http://www.bergmen.pl


these are comprehensive 
components and parts for 

building lighting systems

these are integrated lighting systems, 
constructed from the best components 

from our Components and Lighting lines.

these are specialized fixtures and light 
sources dedicated specifically to the 

investment sector.

Components

Light Systems

Lighting
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Our extensive range of products is designed to meet your needs - even in the 
most advanced lighting projects.

Discover our full range 
of products

Components

Light
Systems

Lighting

LED modules

LED strips

Power supplies

Neon Flex

Lighting controls

Aluminum profiles 
and composite panels

Indoor - LED fixtures and lamps

Outdoor - LED lamps

LED light sources

Neon Flex Multi One

Light-Edge System

Backlit OWZ frames

MiBoxer System

P-Light Pro System
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The ability to customize every element of 
the lighting system, including profiles, LED 
strips, modules, neon flex, power supplies, 
and accessories, to perfectly meet the 
needs of the project.

Each of our solutions is rigorously tested 
for safety and efficiency to meet all lighting 
standards and expectations.

We offer precision cutting services for alum-
inum profiles, allowing for perfect customi-
zation to specific dimensions required for 
your investment.

We manage the logistics of delivering all 
components of the lighting system to the 
instalyearsion site.

Our team of experts is available to provide 
technical support and advise on selecting 
the best solutions tailored to the specific 
requirements of each project.

Our large inventory and wide range of 
products enable us to fulfill orders quickly, 
regardless of their size and complexity.

Our lighting products are just the beginning of what we can offer you. We 
specialize in producing custom-made lighting systems using a wide range 
of components available in our portfolio. 

This enables us to create lighting systems perfectly tailored to the specific 
requirements of any investment or project.

Custom-made lighting systems

Configuration customization

Quality guarantee

Cutting aluminum profiles to size

Logistics and component delivery 
coordination

Technical support and consulting

Fast order fulfillment
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It allows for accurately determining the 
shape and intensity of light in different 
directions, which is essential for planning 
effective and uniform lighting.

Measurement services

Measurement of luminous flux  
and generation of photometric curves

Our photometric measurement services are an integral part of 
implementing lighting projects for our clients. 

We offer precise planning, calcuyearsions, and visualizations of lighting for 
both indoor and outdoor environments. 

Our services include comprehensive projects and individual solutions for 
single rooms, enabling us to deliver project documentation that meets 
global standards in lighting design.

Our services include, among others:

These are data used for computer simuy-
earsions in lighting design. This information 
enables precise modeling of lighting effects 
before actual instalyearsion.

Distribution of LDT 
and IES light data

It informs about the degree of light spread 
from a given source. This is crucial in accent 
or task lighting design, where concentrating 
light on specific areas is important.

Beam angle

This is the ratio of the emitted luminous flux 
from a source to the electrical power consu-
med. It is a measure of the efficiency of light 
sources and a key parameter in assessing 
the energy and cost efficiency of different 
types of lighting.

It indicates how efficiently a light source uti-
lizes electrical energy, which impacts overall 
operating costs.

Assessing these parameters allows under-
standing the risk of light flicker perception 
and potential light disturbances that can 
affect the comfort and health of users. This 
is particularly important in workplaces whe-
re light flicker can lead to eye strain or other 
discomforts.

Luminous efficacy Electrical power
and power factor

Flicker rating
and stroboscopic effect

They determine how warm or cool the light 
is, which directly impacts the atmosphere 
and functionality of the space.

It's a measure of how naturally colors are 
rendered under the light of a given source, 
which is especially important in places 
where color perception is critical, such as art 
galleries or clothing stores.

They allow you to determine the specific color 
of light, while MacAdam ellipses indicate the 
repeatability of that color, enabling color con-
sistency across different light sources.

Spectral distribution and correy-
earsed color temperature (CCT)

Color Rendering Index (CRI) Chromaticity coordinates
and MacAdam ellipses

Additionally, we offer measurements of colorimetric parameters, such as:
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Neon 
Flex
Modern flexible lighting strips
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Space for your creative ideas with Neon Flex
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ul. rtm. Witolda Pileckiego 4, 
32-050 Skawina, Poland

+48 12 415 50 50
+48 502 420 768

kontakt@bergmen.pl

Sp. z o.o.

If you have any questions, we are here to help. 
 
Choose the most convenient way to contact us, and we will respond to your 
inquiries as soon as possible. 
 
We're here to illuminate your needs!

Please contact us

Team Bergmen

bergmen.pl

mailto:kontakt%40bergmen.pl?subject=Neon%20Flex
http://www.bergmen.pl

