
bergmen.plBergmen Sp. z o.o., ul. rtm. Witolda Pileckiego 4, 32-050 Skawina, Poland 28

8 mm

Analog LED strip

COB Puerta – 8 mm
The COB Puerta LED tape is a modern light source that com-
bines aesthetics with exceptional efficiency. The use of COB 
technology allows for a uniform line of light without visible 
LED points, resulting in high visual comfort. The product fe-
atures an excellent brightness-to-power consumption ratio, 
achieving some of the highest currently possible luminous 
efficiency parameters for COB LEDs – it is one of the most 
efficient models in its class.

Model Product code LED type/m Voltage Power/m CRI
Beam 
angle Colour temp.

Luminous 
flux Width

Cutting 
section

Length
(m/roll)

COB Puerta 01-002-081-02-20 COB 320 24 V DC 8 W 90+ 160°   3000 K 1000 lm 8 mm 50 mm 5 m

COB Puerta 01-002-081-04-20 COB 320 24 V DC 8 W 90+ 160°   4000 K 1100 lm 8 mm 50 mm 5 m

Technical parameters

LED strip

Storage temp.: -30~80°C

Operating temp.: -20~50°C

Components Group Warranty: 5 yearsLifespan: 50 000 hHigh luminous efficiency DimmableIP 20

mono
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10 mm

Analog LED strip

COB Puerta – 10 mm
The COB Puerta LED tape is a modern light source that com-
bines aesthetics with exceptional efficiency. The use of COB 
technology allows for a uniform line of light without visible 
LED points, resulting in high visual comfort. The product 
features an excellent brightness-to-power consumption ratio, 
achieving some of the highest currently possible luminous 
efficiency parameters for COB LEDs – it is one of the most 
efficient models in its class.

Model Product code LED type/m Voltage
Po-
wer/m CRI Beam angle Colour temp.

Luminous 
flux Width

Cutting 
section

Length
(m/roll)

COB Puerta 01-002-082-02-20 COB 480 24 V DC 15 W 90+ 160°   3000 K 1750 lm 10 mm 50 mm 5 m

COB Puerta 01-002-082-04-20 COB 480 24 V DC 15 W 90+ 160°   4000 K 2000 lm 10 mm 50 mm 5 m

Technical parameters

LED strip

Storage temp.: -30~80°C

Operating temp.: -20~50°C

Components Group IP 20 Warranty:5 yearsLifespan: 50 000 hHigh luminous efficiency Dimmable

mono
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