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Model Product code LED type Voltage Power Beam angle Colour temp. Luminous flux  Dimensions [AxBxC] Weight

Eero Evo Back 36 01-005-078-03-04-01 2835 SMD Jufei 220-240 V AC 36 W 90°   4000 K 4320 lm 595 x 595 x 26 mm 1.5 kg

Eero Evo Back 36 01-005-079-03-03-01 2835 SMD Jufei 220-240 V AC 36 W 90°   3000 K 4320 lm 595 x 595 x 26 mm 1.5 kg

Lighting Group

Technical specifications

Storage temp.: -30~65°C

Operating temp.: -30~40°C

IP 40For indoor applications Warranty: ≥ 3 yearsCRI 80

Uniform lighting Affordability Robustness and resilience
The Eero Evo Back panels use evenly spaced 
LEDs on the back panel to eliminate shadows 
and ‘hot spots’. The simple diffuser design 
evenly disperses the light for eye comfort.

The simple design of the Eero Evo Back pa-
nels reduces production costs, making them 
an attractive solution for budget lighting 
projects. They offer high performance, dura-
bility and a competitive price.

The panel's robust, deeper design increases 
its mechanical strength, minimising the risk 
of damage, resulting in high quality lighting 
for a long time.

Eero Evo Back
Eero Evo Back are durable and affordable LED panels that com-
bine high light output with a robust design. Using LEDs evenly 
distributed behind a diffuser, these panels provide uniform and 
bright light, ideal for commercial and industrial applications. Their 
robust construction and Lifud branded power supplies included 
make these panels a reliable solution for years to come.
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Accessories

Frame for surface mounting
595x 595 mm
Product code: 01-011-011-010


