RGB * RGBW * RGB + CCT Garantie: 2 ans contrdle par application
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3in 1 LED Controller (WiFi+2.4G)
Model No.: FUTO37W+ (™ ndicator
Input Voltage: DC12V~24V | Output Mode
Output: 6A/Channel R R
Total Output: Max 12A L G5
2.4G Control Distance: 30m | Green |RGBW
Working Temp.: -10~40°C  (Blue [RGB+CCT
@ Press " SET* button 1 time to activate linking mode
* Press * SET * button continuously to change output mode
«Long press * SET " button 3 seconds to activate
WIFi pairing mode while indicator SET [
flashes quickly

scenes, la programmation et le contrdle vocal. En mode RGB+CCT,
lintégration avec les systemes DMX512 est également possible. ‘ffrﬁ';i’f;’
complet

Caracteristigues techniques

Fonctionnement

Modeéle Code produit Couleur  Tension Puissance Courant de sortie IP Contréle température
MIBOXER max. 144 W /12 V CC, WIFI, Bluetooth, -
FUTO37W+ FUTO37W+ blanc 12-24V CC max. 288 W / 24V CC 5 X B6A (max total 12A) 1P 20 2.4 GHz -10~40°C
Dimensions Panneaux et télécommandes compatibles
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