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Form depth: 30 - 50 mm

Single LED design Two wattage options IP67 waterproof
Modules equipped with a single, efficient 
LED provide precise and even illumination 
with minimal power consumption.

ML-1 and ML-1 Plus versions to suit diffe-
rent project needs, with the option to choose 
higher brightness in the Plus version.

Protection against moisture, dust and 
changing weather conditions makes the 
module suitable for both indoor and outdo-
or applications.

Technical specifications
Model Product code LED type Voltage Power Colour temp. Beam angle Luminous flux

Module 
spacing

Max pcs/
chain

ML-1 01-001-055-03-A 1 x 2835 SMD 12 V DC 0.36 W   7000-7500 K 170° x 130° 38 lm 16.50 mm ≤50

ML-1 01-001-055-02-A 1 x 2835 SMD 12 V DC 0.36 W   2850-3050 K 170° x 130° 36 lm 16.50 mm ≤50

ML-1 01-001-055-04-A 1 x 2835 SMD 12 V DC 0.36 W   4000-4500 K 170° x 130° 36 lm 16.50 mm ≤50

ML-1 01-001-055-01-A 1 x 2835 SMD 12 V DC 0.36 W   10000-12500 K 170° x 130° 36 lm 16.50 mm ≤50

ML-1 Plus 01-001-056-02-A 1 x 2835 SMD 12 V DC 0.36 W   3000-3200K 170° x 130° 39 lm 33 mm ≤50

ML-1 Plus 01-001-056-03-A 1 x 2835 SMD 12 V DC 0.36 W   6800-7800 K 170° x 130° 41 lm 33 mm ≤50

ML-1 Plus 01-001-056-04-A 1 x 2835 SMD 12 V DC 0.36 W   4000-4500 K 170° x 130° 41 lm 33 mm ≤50

ML-1 Plus 01-001-056-01 1 x 2835 SMD 12 V DC 0.36 W   9000-12000K 170° x 130° 41 lm 33 mm ≤50

Scale 1:1

Packing: 100 (2 x 50)

IP 67For external applications Warranty: 5 yearsCRI 70Components Group

ML-1 •
ML-1 Plus
ML-1 and ML-1 Plus are compact, 1-diode LED modules desi-
gned for precise illumination of shallow signs and advertising 
forms. Their small size and high light output make them an 
excellent solution for structures with limited depth, providing 
even illumination without dark spots. 

LED module
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