supplies that combine

igh power wi

a compact housing, enabling

easy installation even in confined spaces. The power supplies feature
a very high IP68 protection rating, making them ideal for applications
in demanding environments. Equipped with a complete set of safety

features, they guarantee reliable and safe operation.

High IP68 protection

Provides complete protection against dust,
moisture and immersion in water.

Complete protection

Short-circuit, temperature, overload and
over-voltage protection for safe operation.

Technical specifications

Compact housing
Ideal for installation in confined spaces.

Output Output Operating
Model Product code Input voltage  voltage current temp. Frequency Power  Dimensions Weight * Prot.
Storm Slim 10012 01-009-005-100 200~240VAC 12vDC 83A -40~70°C 50~60 Hz 100 W 203x48x37mm  0.6kg (X X J
Storm Slim 10024 01-009-015-100 200~240V AC 24V DC 42A -40~70°C 50~60 Hz 100 W 203x48x37mm  0.6kg [ JCX X J
Storm Slim 16012 01-009-005-150 200~240V AC 12vDC 125A -40~70°C 50~60 Hz 150 W 218x56x37mm 0.68kg [ JCX X J
Storm Slim 156012 08-099-1213 200~240V AC 12vDC 125A -40~70°C 50~60 Hz 150 W 233x61.5x37mm 0.93kg (X X J
Storm Slim 15024 01-009-015-150 200~240VAC 24VDC 6.3A -40~70°C 50~60 Hz 150 W 218x56x37mm  0.68kg [ X X ]
Storm Slim 20012 01-009-005-200 200~240V AC 12vDC 166 A -40~70°C 50~60 Hz 200W 233x62x37mm  0.93kg [ XX X J
Storm Slim 20024 01-009-015-200 200~240V AC 24V DC 83A -40~70°C 50~60 Hz 200w 233x62x37mm  0.93kg eveo
Storm Slim 30012 01-009-005-300 200~240VAC 12vDC 25A -40~70°C 50~60 Hz 300W 278x62x37mm  1.08kg [ X X ]
Storm Slim 30024 01-009-015-300 200~240VAC 24VDC 125A -40~70°C 50~60 Hz 300W 278x62x37mm  1.08kg [ X X )
* Protections
. Short—c!rcuit ‘ . Overloqd ‘ . Over vo]tage ‘ . Over temp.
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