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Form depth: > 140 mm

XR-4
The XR-4 is a LED module with high power and a wide angle of 
illumination. Thanks to its efficient optics, the module allows the 
number of units in a project to be reduced, thus lowering installation 
costs. High-quality components and up to 3 years of warranty 
guarantee reliability and long-lasting performance. Dedicated to 
signs and advertising forms with a depth of 140 mm and above.

LED module

Four high-performance LEDs Wide illumination angle IP65 waterproof
They provide intense and even illumination 
of large and deep surfaces, minimising 
energy consumption.

Enables effective light coverage over large 
areas, reducing the number of modules ne-
eded in an installation.

Protection against moisture, dust and 
changing weather conditions makes 
the module suitable for both indoor and 
outdoor applications.

Components Group

Technical specificationsTechnical specifications
Model Product code LED type Voltage Power Colour temp. Beam angle Luminous flux

Module 
spacing

Max pcs/
chain

XR-4 01-001-058-04-04 4 x 3030 SMD 12 V DC 4 W   4000 K 170° 390 lm 375 mm ≤20

XR-4 01-001-058-01-04 4 x 3030 SMD 12 V DC 4 W   7500 K 170° 390 lm 375 mm ≤20

XR-4 01-001-058-04-06 4 x 3030 SMD 12 V DC 6 W   4000 K 170° 580 lm 375 mm ≤20

XR-4 01-001-058-01-06 4 x 3030 SMD 12 V DC 6 W   7500 K 170° 580 lm 375 mm ≤20

Scale 1:3

Packing: 40 (2 x 20)Packing: 40 (2 x 20)

IP 65For external applications Warranty: 3 years

5.00 7.50

66.00

61.00 ø 3.00

CRI 80

The product must be installed only on surfaces and in conditions that allow for proper heat dissipation, ensuring that its operating tempe-
rature does not exceed the permissible values specified in the technical datasheets. If the product is installed on a surface that does not 
comply with the recommendations, any warranty and post-warranty claims resulting from improper heat dissipation will be rejected.

* Recommendation
Opertating temp.: -40~85°C


